Enhancing Cryptosporidium parvum recovery rates for improved water monitoring

Pavli, Pagona; Venkateswaran, Sesa; Bradley, Mark; Bridle, Helen

Published in:
Chemosphere

DOI:
10.1016/j.chemosphere.2015.05.021

Publication date:
2016

Document Version
Publisher's PDF, also known as Version of record

Link to publication in Heriot-Watt University Research Portal

Citation for published version (APA):
Enhancing Cryptosporidium parvum recovery rates for improved water monitoring

Pagona Pavli a, Sesha Venkateswaran b, Mark Bradley b, Helen Bridle a,⇑

a Institute of Biological Chemistry, BioPhysics & BioEngineering, School of Engineering and Physical Sciences, Heriot-Watt University, Edinburgh Campus, EH14 1AS Edinburgh, United Kingdom
b School of Chemistry, Joseph Black Building, University of Edinburgh, West Mains Road, EH9 3JF Edinburgh, United Kingdom

HIGHLIGHTS

• Proposed modified detection method of Cryptosporidium with improved recovery rates.
• By using polymer coated filters more oocysts were detected compared to standard.
• Polyacrylates were incorporated in the detection method of Cryptosporidium.
• The elution buffer had also an effect on the recovery rates of the filters.

ARTICLE INFO

Article history:
Received 15 January 2015
Received in revised form 4 May 2015
Accepted 7 May 2015
Available online 23 May 2015

Keywords:
Protozoa
Water monitoring
USEPA 1623
Recovery rate
Cryptosporidiosis outbreaks
Cryptosporidium oocysts

ABSTRACT

Water monitoring is essential to ensure safe drinking water for consumers. However existing methods have several drawbacks, particularly with regard to the poor recovery of Cryptosporidium due to the inability to efficiently elute Cryptosporidium oocysts during the established detection process used by water utilities. Thus the development of new inexpensive materials that could be incorporated into the concentration and release stage that would control Cryptosporidium oocysts adhesion would be beneficial. Here we describe improved filter performance following dip-coating of the filters with a “bioactive” polyacrylate. Specifically 69% more oocysts were eluted from the filter which had been coated with a polymer than on the naked filter alone.

© 2015 The Authors. Published by Elsevier Ltd. This is an open access article under the CC BY license (http://creativecommons.org/licenses/by/4.0/).

1. Introduction

Cryptosporidium is a protozoan parasite which is a major cause of gastroenteritis outbreaks worldwide. In 2010 a waterborne cryptosporidiosis outbreak took place in Sweden and affected at least 27,000 inhabitants of Östersund (Widerström et al., 2014). In the Milwaukee outbreak in 1993 403,000 residents became ill (Corso et al., 2003). Studies revealed that among the residents of Milwaukee, and its vicinity, cryptosporidiosis–associated death increased after the waterborne outbreak (Hoxie et al., 1997). Additionally, medical costs and lost productivity exceeded $96 million (Corso et al., 2003). Waterborne cryptosporidiosis infections have also been detected in Spain (Fuentes et al., 2014), Australia...
Cryptosporidium outbreaks were caused by 2004–2010, 60% of worldwide waterborne parasitic protozoan ties require the monitoring of is undertaken by water utilities. French authorities and enumeration using FACS. Creative Science Company (oocysts were the Moredun isolate) and Waterborne Inc. Oocysts were obtained from Scottish Water via Waterborne Inc. Crypto-a-Glo™ was obtained from Sigma–Aldrich. The polymers PA6 and PA531 were synthesized via radical polymerization on a mmol scale as previously reported (Wu et al., 2012). According to Hu et al. (2004) the recovery rate of C. parvum oocysts was 18% when including the filtration step. Taking into account the infectious dose of Cryptosporidium it is obvious that the achieved recovery rates are low. Therefore modification of the concentration stage will lead to more accurate results. Thus modifications to USEPA 1623 have been proposed in the literature (Kimble et al., 2013). The recovery rates are impacted by the type of filter, the elution buffer, the water type and operator skill (Hill et al., 2005; Holowecky et al., 2009; Polaczyk et al., 2008). The recovery efficiency of the filter is influenced by its material but comparisons in water applications of different materials are difficult as the filter design itself varies.

Here we provide the first investigation of how the material influences the recovery rate of Cryptosporidium filters, using coated commercial filters in order to compare the performance of two different materials. An ideal material would have very good stability and long term durability. They will not be toxic or irritating to people who are handling/using them and they will be insoluble in water. In this study it is shown that the elution/recovery of C. parvum oocysts is enhanced by using commercially available filters which have been dip-coated with a specific polyacrylate that prevents Cryptosporidium adhesion, the polymer having been identified from a recent study (Wu et al., 2012).

2. Materials and methods

2.1. Materials

The foam discs and the membrane filters were obtained from IDEXX. The polymers PA6 and PA531 were synthesized via radical polymerization on a mmol scale as previously reported (Wu et al., 2012; Patent Wo 2013/079938). The solvents tetrahydrofuran, toluene, hexane, diethyl ether, acetone and acetic acid were all obtained from Sigma–Aldrich. Crypto-a-Glo™ was obtained from Waterborne Inc. Oocysts were obtained from Scottish Water via Creative Science Company (oocysts were the Moredun isolate) and enumerated using FACS.

2.2. Filter preparation

Solvent Selection: Initially the goal was to find a solvent for the polymers that would not dissolve the filters. Thus commercially available filters were immersed for 5 min into three different potential coating solvents specifically tetrahydrofuran, acetone and acetic acid and the weight of each filter recorded before and after immersion.

Filter Coating: From the above experiment tetrahydrofuran was selected as the best solvent. Thus the filters were coated by dip-coating for 5 min into the polymer dissolved in tetrahydrofuran at concentrations of up to 1% (w/v). After the dip-coating the filters were dried in a fume hood for 24 h and the weight recorded to give coating efficiencies. The polymer loading is the percentage increase in the weight in comparison to the initial weight.

However current detection procedures, e.g. USEPA 1623, have less than 100% recovery rates. Recovery rate is the efficiency of the process in concentrating all of the pathogens of interest. For example a recovery rate of 100% means that all the pathogens of interest in the original sample are detected after the process. Recovery is particularly important for pathogens present in low numbers, as if the rate is low any pathogen in the sample might be lost during the sample processing stage. This is assumed to be due to the inability of controlling the elution of Cryptosporidium oocysts during the concentration stage of the process, with a wide range of average recovery efficiencies reported in the concentration stage, with one study finding average values of about 22%, while the average recovery rates for the next stages are above 60% (Rony, 2010). However 38% recovery is considered acceptable within the USEPA method 1623.1 guidelines (U.S. Environmental Protection Agency, 2012). According to Hu et al. (2004) the recovery rate of C. parvum oocysts was 18% when including the filtration step. Taking into account the infectious dose of Cryptosporidium it is obvious that the achieved recovery rates are low. Therefore modification of the concentration stage will lead to more accurate results. Thus modifications to USEPA 1623 have been proposed in the literature (Kimble et al., 2013). The recovery rates are impacted by the type of filter, the elution buffer, the water type and operator skill (Hill et al., 2005; Holowecky et al., 2009; Polaczyk et al., 2008). The recovery efficiency of the filter is influenced by its material but comparisons in water applications of different materials are difficult as the filter design itself varies.

Here we provide the first investigation of how the material influences the recovery rate of Cryptosporidium filters, using coated commercial filters in order to compare the performance of two different materials. An ideal material would have very good stability and long term durability. They will not be toxic or irritating to people who are handling/using them and they will be insoluble in water. In this study it is shown that the elution/recovery of C. parvum oocysts is enhanced by using commercially available filters which have been dip-coated with a specific polyacrylate that prevents Cryptosporidium adhesion, the polymer having been identified from a recent study (Wu et al., 2012).

2. Materials and methods

2.1. Materials

The foam discs and the membrane filters were obtained from IDEXX. The polymers PA6 and PA531 were synthesized via radical polymerization on a mmol scale as previously reported (Wu et al., 2012; Patent Wo 2013/079938). The solvents tetrahydrofuran, toluene, hexane, diethyl ether, acetone and acetic acid were all obtained from Sigma–Aldrich. Crypto-a-Glo™ was obtained from Waterborne Inc. Oocysts were obtained from Scottish Water via Creative Science Company (oocysts were the Moredun isolate) and enumerated using FACS.

2.2. Filter preparation

Solvent Selection: Initially the goal was to find a solvent for the polymers that would not dissolve the filters. Thus commercially available filters were immersed for 5 min into three different potential coating solvents specifically tetrahydrofuran, acetone and acetic acid and the weight of each filter recorded before and after immersion.

Filter Coating: From the above experiment tetrahydrofuran was selected as the best solvent. Thus the filters were coated by dip-coating for 5 min into the polymer dissolved in tetrahydrofuran at concentrations of up to 1% (w/v). After the dip-coating the filters were dried in a fume hood for 24 h and the weight recorded to give coating efficiencies. The polymer loading is the percentage increase in the weight in comparison to the initial weight.
2.3. Recovery rate tests with parasites

2.3.1. Measure the recovery rates of the coated membranes

For evaluating the performance of the coated membranes 100 C. parvum oocysts in 5 mL water were pipetted on top of the coated and uncoated membranes and pressure applied (approximately 40 bar). Then the membranes were placed into a membrane bag and eluted using firstly 25 mL, followed by another 20 mL of PBS (membranes were rubbed between finger and thumb for 1 min as in the USEPA 1623 method). Finally the membrane bag was rinsed with 5 mL of PBS.

The membrane elutes were centrifuged at 1100 g for 15 min, the supernatant was discarded and 5 mL (pellet) directly transferred to a Dynal Leighton tube with 5 mL of water added and vortexed. To each tube 1 mL of Dynal SL-Buffer A and 1 mL of SL-Buffer B and anti-Cryptosporidium Dynabeads (100 µL) were added. Tubes were placed on the Dynal sample rotor at 15–25 rpm. After 1 h, the Leighton tubes were placed in a magnetic particle concentrator (MPC-1), with the flat side of the tube towards the magnet. The MPC-1 was rotated through 90° for a minimum of two minutes, with approximately one tilt per second. The supernatant was discarded and the Leighton tubes were removed from the MPC-1. To each tube 900 µL of 1× SL A buffer was added to wash the contents of the Leighton Tube paying attention to the bottom and flat side of the tube and was transferred using a Pasteur pipette to an appropriately labelled microcentrifuge tube.

A further 100 µL of 1× SL A buffer was then added for a wash, and this was then transferred into the same microcentrifuge tube as before using the same Pasteur pipette to avoid losses. The samples were placed in the MPC-S, with the magnetic strip in the upright position. The MPC-S was rotated through 180° for a minimum of 2 min. With the microcentrifuge tubes still in the MPC-S, the supernatant was removed using a Micropipette and discarded. The magnetic strip was removed from the MPC-S and 50 µL of 0.1 N Hydrochloric acid (to dissociate bead-pathogen complexes) was added to each tube and vortexed for 10 s. The tubes were left to stand in a vertical position for 5 min then vortexed for another 10 s.

The magnetic strip was placed into the MPC-S in the angled position and left for approximately 10 s to remove the magnetic beads. Then 5 µL of 1 N Sodium Hydroxide was added to well of a set of microscope slides. The samples from the microcentrifuge tubes were transferred onto the prepared slides. The slides were placed at room temperature overnight to dry completely. Methanol (50 µL) was added to each slide and air dried at room temperature. Cellabs Cryptocel FITC reagent (50 µL) was added to each slide and incubated at 37 °C for 15 min. The FITC reagent was then removed using a pipette, 50 µL of a 1:5000 DAPI solution was added and the slides were incubated at 37 °C for 5 min. This solution was then removed using a pipette and 50 µL of ultrapure water was added as a wash. This was left for 1 min and then removed using a pipette. 10 µL Cellabs Mounting fluid was added and mounted with a cover slip. At the end the slides were sealed using clear nail varnish, allowed to dry, and the Cryptosporidium oocysts were enumerated at Moredun Scientific using a microscope.

2.3.2. Measure the recovery rates of the coated foam discs

For evaluating the coated sponges a small scale experiment was used in order to evaluate the performance of the coated filters regarding the capturing and the elution of C. parvum oocysts. 100 C. parvum oocysts in 1.5 mL DI water were pipetted on top of coated and uncoated filters and left for 3 h. Afterwards elution of the filters with phosphate buffered saline (PBS) and PBS with 0.01% Tween (PBST) was performed in order to evaluate the “release” of the C. parvum oocysts. The staining of the C. parvum oocysts was performed by following the standard C. parvum staining protocol (EPA1623).

The liquid samples were passed through an isopore membrane. Then the Cryptosporidium oocysts that were on top of the membrane were stained with Crypto-a-Glo™. Then the samples were incubated in a humid chamber at 37 °C for 25 min. A 10 µL of M101 Mounting fluid was added and mounted with a cover slip. At the end slides were sealed using clear nail varnish and the Cryptosporidium oocysts were enumerated at Scottish Water.

3. Results and discussion

Two approaches were followed in order to improve the recovery rate of the established method presented in Fig. 1. The first approach was the dip-coating of the membrane and the second dip-coating of the foam discs. Particularly, in the first approach the step C (Fig. 1) was modified by changing the membrane properties through dip-coating with polymers whereas in the second
approach steps A and B (Fig. 1) were modified by changing the foam discs properties through dip-coating of the foam discs.

3.1. Dip-coating of the membranes

3.1.1. Membrane solubility

Initially membrane solubility experiments were performed. For this purpose the weight of the membranes was recorded before and after immersion into the solvents for 5 min. The membranes were taken out from the solvents and dried for 24 h and the weight recorded. It was observed that the commercially available membranes were partially dissolved in acetone, while acetic acid remained in the membranes even after 72 h. On the other hand the solubility of the membranes by tetrahydrofuran was negligible. Particularly the weight increased only 0.01% upon immersion of the membranes in tetrahydrofuran (Supplementary material Table S1). Thus tetrahydrofuran was selected as the appropriate solvent for the polymers.

3.1.2. Polymer selection

Two different polyacrylate polymers were used to coat commercially available filters and investigate the impact upon their recovery rates. The first selected polymer was PA531 that enhances the adhesion of *C. parvum* oocysts and is expected that this polymer will trap the oocysts on the foam discs and membranes and thus to decrease the recovery rates. PA531 is composed of MEMA (Methoxylethyl methacrylate) and DEAEMA (2-(Diethylamino)ethyl methacrylate). The second selected polymer was PA6 that prevented their adhesion and is expected to help the elution of the oocysts and thus to improve the recovery rates. PA6 is composed of styrene and DMAA (N,N-Dimethyl acrylamide) (Supplementary material Fig. S1).

3.1.3. Membrane coatings

The filters were coated with the polymers by dip-coating into the polymeric solutions. Three replicates were fabricated for each different polymeric solution. The results are presented in Fig. 2. As it is shown in Fig. 2, dip-coating of the membranes into different polymeric solutions resulted into different polymer loadings. Specifically for both PA6 and PA531 increasing the polymer concentration resulted in increased polymer loading to the membranes upon dip-coating.

3.1.4. Impact of the polymer loading on pore size and the flow rate of the membranes

Although the highest polymer loading would improve the performance of the membranes regarding the elution of *Cryptosporidium* oocysts the impact on the flow rates of the membranes is of great importance to water monitoring processes. Thus the pores of the membranes upon dip-coating accomplished were observed through SEM measurements in order to observe on the one hand the retention of pore size and on the other hand the clogging of the membranes. For that purpose samples of the coated membranes were compared with the uncoated ones (Fig. 3).

As it is demonstrated in Fig. 3 the membranes dip-coated into 1% w/v polymeric solutions did not retain their pore sizes either upon dip-coating in PA6 or PA531. Furthermore, flow rate
measurements were performed as well to fully characterize the coated membranes.

By comparing the flow rates of the coated membranes (average values presented in Supplementary material Table S2) with the flow rates of the uncoated membranes, it is concluded that many of the pores were blocked or narrowed after dip-coating even at 0.1% w/v with the flow rate decreasing as the polymer loading increases as expected.

3.1.5. Performance of the coated membranes

Following characterization of the coated membranes, the recovery rates regarding the elution of Cryptosporidium oocysts were measured following the procedure presented in Section 2.3.1.

As demonstrated in Fig. 4 the recovery rates are higher for PA6 than for PA531 as per our hypothesis. However, recovery rates decrease as the polymer loading increases and only the lowest PA6 concentration is comparable to the uncoated case. The explanation for this trend is the impact of flow rate upon performance. Particularly the lower recovery rates in comparison with the uncoated ones are attributed to the trapping of the Cryptosporidium oocysts inside the membranes due to the clogging of the membranes causing also a resulting difficulty of elution during the next step.

3.2. Dip-coating of the foam discs

3.2.1. Foam disc solubility

The second approach of the method was followed in order to improve the recovery rates. As mentioned above the initial study was the selection of the appropriate solvent for the polymers with respect to the filter solubility. For that purpose again the weight of the foam discs was recorded before and after immersion into the solvents for 5 min. It was observed that the commercially available foam discs were partially dissolved in acetone, while acetic acid remained again in the filters even after 72 h drying. However the solubility of the foam discs in tetrahydrofuran was the lowest. Particularly the weight of the small foam disc decreased only 0.37% compared to its initial weight, while the weight of the large foam disc decreased only 0.19% compared again to its initial weight (Supplementary material Table S3). Thus again tetrahydrofuran was selected as the appropriate solvent for the polymer coating of the foam discs.

3.2.2. Foam disc coating

The foam discs were coated with the polymers by dip-coating into the polymeric solutions. The polymer loading was calculated by three replicates and the results are presented in Fig. 5. Dip-coating of the foam discs into different polymeric solutions resulted into different polymer loadings as expected (Fig. 5).

![Fig. 5. Polymer loading versus dip-coating into different polymeric solutions obtained from large foam discs (circles) and small foam discs (squares) after dip-coating in different polymeric solution of PA6 (blue lines) or PA531 (red lines).](image)

![Fig. 6. SEM images of (a) uncoated small foam disc, (b) PA6 coated small foam disc, (c) PA531 coated small foam disc, (d) uncoated large foam disc, (e) PA6 coated large foam disc, (f) PA531 coated large foam disc.](image)
To push towards this goal two different polyacrylate polymers were chosen in order to coat commercially available foam discs and membranes and to trap Cryptosporidium oocysts or prevent their adhesion. The achieved recovery rates of the coated foam discs and membranes were compared with uncoated ones. Overall increased recovery rates were observed for coated foam discs only. Particularly, in the case of the coated foam discs the impact of the flow rate was not considered and we observed a significant increase in recovery rates in non-flow situations. It was observed that 69% more oocysts were eluted from the foam discs coated with the PA6 polymer compared to the uncoated foam discs, and fewer were eluted from the foam discs coated with PA531, when the elution was performed with PBST. Also as demonstrated in our experiments when the elution from the foam discs was performed in PBST more oocysts were eluted from all the samples. Regarding the PA6 coated foam discs they had higher recovery rates for both elution conditions in comparison with the standard uncoated material.

In the case of coated membranes there was no significant improvement regarding recovery rates, while the coating impacts severely on the flow rates of the membranes. Therefore as a future direction it would be promising to explore the fabrication of filters directly from the appropriate adhesion preventing polymeric materials to improve the already established detection method. Also another perspective is the use of membranes with larger pore sizes that can then be coated with polymers in order to shrink their pores and enhance the recovery rates of Cryptosporidium oocysts.

Acknowledgements

The project was supported by Impact Acceleration Account–Heriot-Watt University 2012 EPSRC Reference EP/K503915/1. Helen Bridle was funded by a Royal Academy of Engineering/EPSRC Fellowship and the AquaValens project. Thanks to Ben Horton at Moredun Scientific plus Susan Lee and James Green at Scottish Water for assistance with enumeration experiments and procedural discussions.

Appendix A. Supplementary material

Supplementary data associated with this article can be found, in the online version, at http://dx.doi.org/10.1016/j.chemosphere.2015.05.021.

References


